
MOZ Electrode & flowcell with 12-ft 
cable (1/4”  SS Connections) 

MOZ-44P DISSOLVED OZONE MONITOR .  
  
 
MOZ-44P dissolved ozone monitor provides continued 
direct measurement of ozone levels.  Two independent 
isolated channels close contacts at two pre-set levels. 
One can be used for controlling a process while the 
other for a low alarm. Easily adjustable set points. The 
measured value can be transmitted to remote location 
through standard 4-20mA current loop.  
 
 
Product Specifications: 
Range: 0.001 – 1.999 mg/l 

Resolution: 1 PPB 

Accuracy: +/- 0.5% over range 

Hysteresis: 0.1 mg/l (ppm) 

Power requirements: 2 Watts at 120V/230V, 
50-60 Hz,  +10/-15% 

Output current loop settings: 4-20mA or 0-20 mA – selectable via switch on rear 

Sampling water flowrate: 10-30 GPH 

Relays: Independent SPDT relay, 5A @ 220V resistive 

Enclosure: IP 00 - standard 1/4DIN 

Dimensions: 96 x 96 x 94 mm deep (3.8 x 3.8 x 3.7") 

Operating temperature: 0 - 1150F (450C) 

Relative Humidity: 0 - 85% non-condensing 

 
Additional Specs: 

Tolerances from temperature 
changes 

+/- 1% at each 100C away from 
200C 

Tolerances from Voltage 
changes 

+/-0.2% within -15% to +10% 
from nominal 

Status of relays Amber LED on the front panel 
indicate when reading is over the 
preset limit 

Settings of output channels via screwdriver slot at the front 
panel 

Maximum load on output 
channels 

120V/50-60Hz, max. 0.1A 

 

   

 
Price: 1,890.00 – In Stock 
 
Includes MOZ-44P, MOZ Electrode, Flow cell, Electrolyte 
Solution, spare membrane head & K-7402 Vacuvial Kit. 

MOZ-44P Rear Terminal Connections 

The direct diffusing ozone sensor is a 
polarographic sensor of Clark's type. 


